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 » Very high bond strength – even on difficult substrates

 » Clean running for ready-to-sell surfaces

 » Low application weight for thin glue line

 » Low adhesive consumption

TECHNOMELT PUR for Edge Banding
Superior Heat and Moisture Resistance
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Description Product Characteristics

TECHNOMELT PUR Granules:
A perfect start

TECHNOMELT PUR 270/7 G
Universal edge banding hotmelt for a wide range of edging material. 
TECHNOMELT PUR granules can be used on standard melting equipment.

The Universal grade TECHNOMELT PUR 270/7

NEW 
For high speed industrial units

TECHNOMELT PUR 270/5 Universal edge banding hotmelt with high initial strength and cleanest processing.

Micro Emission TECHNOMELT  
PUR 270/9 ME

Significant improvement of occupational safety. Up to 90% reduction of 
isocyanate-containing vapors.

Cleaning agents

TECHNOMELT PUR  
CLEANER 4

Hotmelt cleaning granules, blue colored. Inhibits curing of  
TECHNOMELT PUR.

TECHNOMELT  
PUR CLEANER ALL-IN-1

Hotmelt cleaner to remove none cured and cured PUR hotmelt as well as cracked 
or charred residues.

TECHNOMELT CLEANER  
MELT-O-CLEAN

Liquid cold cleaner to remove residual adhesive, heavy grease and grime.  
Application at room temperature.

• Very High Bond Strength
 Peel test:
   The PUR bond requires considerably more effort.
   The PUR bonded edge has a significantly higher level of fibre tear. 

• Superior Moisture and Chemical Resistance
 Water resistance test (2 days):
   The PUR bond is intact.
   PUR adhesives are also resistant to cleaners and alkaline solutions.

• Excellent Heat Resistance
   EVA hotmelts can take up to 80°C.
   PUR bonds can withstand greater than 150°C.

• Reduced Consumption
   PUR requires a lower coat weight.
   PUR adhesive consumption is less than 200 g/m2.

• Adhesion Versatility
   PUR adhesives deliver secure bonding of  
  demanding modern materials (aluminum, PVC).

• Low Working Temperature
   Standard working temperatures are between 130°C – 150°C.

Additionally, all mentioned adhesives are available in white color.
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TECHNOMELT PUR Value Package for Edge Banding
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TECHNOMELT PUR for Edge Banding
Superior Heat and Moisture Resistance
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