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TECHNOMELT PUR Granules
PUR Hotmelt Adhesives for Edge Banding

Superior PUR Quality with 
TECHNOMELT PUR 270/7 G

  Very high bond strength
  Superior water resistance
  Excellent heat resistance
  Low adhesive consumption
  Versatile applicable for all common edge banding material and carrier boards
  No special melting equipment required

150°C

Very High Bond Strength
 Peel test:
  The PUR bond requires considerably more effort.
   The PUR bonded edge has a significantly higher level of fibre tear. 

Superior Moisture and Chemical Resistance
 Water resistance test (2 days):
   The PUR bond is intact.
   PUR adhesives are also resistant to cleaners and alkaline solutions.

Excellent Heat Resistance
   EVA hotmelts can take up to 80°C.
   PUR bonds can withstand greater than 150°C.

Reduced Consumption
  PUR requires a lower coat weight.
   PUR adhesive consumption is less than 200 g/m2.

Adhesion Versatility
   PUR adhesives deliver secure bonding of demanding modern materials  

(aluminum, PVC).

Low Working Temperature
   Standard working temperatures are between 130°C – 150°C.

Flexibility with standard equipment
TECHNOMELT PUR Granules, EVA or PO hotmelts can be processed using the same equipment.

Processing information for changing over  

TECHNOMELT KS 217 (EVA) – TECHNOMELT PUR 270/7 G – TECHNOMELT KS 217 (EVA)

Situation 
TECHNOMELT KS 217 is in the melting pot and pre-melter.
Melting pot temperature 190°C, pre-melter temperature 180°C

Change over from TECHNOMELT KS 217 to TECHNOMELT PUR 270/7 G 
TECHNOMELT KS 217 has to be emptied out completely from the melting pot, best by processing.  
TECHOMELT PUR granules can then be placed into the melting pot. Remaining TECHNOMELT KS 217 is removed from the  
melting pot. The working temperature has to be decreased to 130 – 140°C.

Change over from TECHNOMELT PUR 270/7 G to TECHNOMELT KS 217 
TECHNOMELT PUR 270/7 G has to be emptied out completely from the melting pot, best by processing.  
TECHNOMELT KS 217 can then be placed into the melting pot. Afterwards the temperature has to be increased to 190°C  
in order to continue processing with TECHNOMELT KS 217.

Advice: TECHNOMELT PUR 270/7 G 
We recommend not to work with the “Quickmelt” pre-melting system but to use the open melting pot for a fast and smooth 
cleaning with TECHNOMELT PUR CLEANER 4.

Cleaning of the melting system 
If the melting system is no longer used after the processing with TECHNOMELT PUR, TECHNOMELT PUR CLEANER 4 (500 g)  
has to be flushed at 130°C. In order to avoid curing of TECHNOMELT PUR residues, it is recommended that the equipment  
has to be flushed through once per week with approx. 500 g TECHNOMELT PUR CLEANER 4. This prevention measurement 
keeps the melting system permanently operative.

Storage 
Store unopened original containers in a cool, dry place. Shelf life: 9 months from production (in unopened original packaging).
TECHNOMELT PUR 270/7 G is a reactive hotmelt adhesive system based on polyurethane which cures when it is exposed to 
moisture. For this reason the product is delivered in airtight sealed aluminium bags. Opened containers need to be used up 
immediately. For questions and comments regarding processing and storage of TECHNOMELT PUR 270/7 G our Henkel team 
is pleased to advise you. Please feel free to contact us!

The Easy Processing of  
TECHNOMELT PUR Granules

Link video Link video Link video

https://www.youtube.com/watch?v=6r3zgX59snM
https://www.youtube.com/watch?v=8Zy61Stac9A
https://www.youtube.com/watch?v=4qgbxdH7TgQ
https://www.youtube.com/watch?v=4qgbxdH7TgQ
https://www.youtube.com/watch?v=8Zy61Stac9A
https://www.youtube.com/watch?v=6r3zgX59snM


The information provided herein, especially recommendations for the usage and the application of our products, is based upon our knowledge and experience. Due to different materials used as well as to varying working conditions 
beyond our control we strictly recommend to carry out intensive trials to test the suitability of our products with regard to the required processes and applications. We do not accept any liability with regard to the above information 
or with regard to any verbal recommendation, except for cases where we are liable of gross negligence or false intention. The information is protected by copyright. In particular, any reproductions, adaptations, translations, storage 
and processing in other media, including storage or processing by electronic means, enjoy copyright protection. Any exploitation in whole or in part thereof shall require the prior written consent of Henkel AG & Co. KGaA. Except as 
otherwise noted, all marks used in this document are trademarks and/or registered trademarks of Henkel and/or its affiliates in the US, Germany, and elsewhere. © Henkel AG & Co. KGaA, 4/2017
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